CUSTOM ROD END CLEVIS ASSEMBLY
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CYL. BORE ORDER NUMBER KK A BK CE CR cs cT cu cw X DJ ER LA su
1.50 C1150-88 1/2"-20| .75 .765 1.50 1.47 112 | .6905 .57 .49 1.75 .500 .50 .31 1.75
1.50 C1150—88P 5/8"-18| .75 .765 1.50 1.47 112 | .6905 .57 .49 1.75 .500 .50 .31 1.75
1.50 C1150-88G 7/16"-20| .75 .765 1.50 1.47 112 | .6905 .57 .49 1.75 .500 .50 .31 1.75
2.00 250 3.25 C1200-88 3/4"-16| 1.2 1.265 | 2.38 1.91 1.49 | 9415 .75 .62 2.06 .75 .75 .40 2.63
4.00 5.00 C1400-88 1"-14 1.62 1.515 312 2.16 1.74 | 11915 .75 74 2.50 1.00 1.00 .44 3.38
6.00 C1600-88 11/4"-12( 2,00 | 2015 | 412 2.76 2.24 |[15665 | .64 .99 300 | 1.375 | 1.375 74 4.38
8.00 10.00 C1800-88 11/2"-12 225 | 2,515 | 4.50 3.26 274 [1.9415 | .64 1.24 4.00 1.75 1.75 74 4.75
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